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17 - ALTERNATIVE VERTICAL JOINT DETAIL
SCALE 1 : 2
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EXTERNAL

NEW SUB-FRAME:
GALVANIZED STEEL OR
ALUMINIUM TOP HATS

20X20X3 SHS ALUMINIUM STIFFENER
(ALLOY-TEMPER 6063-T5 OR EQ.)

MINIMUM 3.2mm STRUCTURAL SILICONE
CONNECTION BETWEEN THE BACK OF 3mm
ALUMINIUM SHEET AND STIFFENER

ALUMINIUM Z-ANGLE
(ALLOY-TEMPER 6063-T5
OR EQ.) TO ENGINEERING
CALCULATIONS

MINIMUM 3mm SOLID
ALUMINIUM SHEET

65X50X3 ALUMINIUM
ANGLE TO EACH SIDE OF
STIFFENER
(ALLOY-TEMPER 6063-T5)

SEALANT &
BACKING ROD

NON-COMBUSTIBLE PACKERS
WHERE REQUIRED

EXISTING SUBSTRATE

SELF TAPPING 12G SCREW

FOR CORRECT SUBSTRATE
FIXING REFER TO TYPICAL TOP HAT
FIXING DETAILS 0009 - 0071

SELF TAPPING 12G SCREW

SARKING

ISOLATION TAPE BETWEEN
STEEL & ALUMINIUM
SURFACES

NOTE:
DESIGN BASED ON ROUTED PANEL CORNERS
PRESS BREAK OR PAN BREAK MACHINES RECOMMENDED FOR MAKING PANEL FOLDS
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17 - SECTION THROUGH VERTICAL JOINT
SCALE 1 : 2

NO
MI

NA
L

INTERNAL

EXTERNAL

NEW SUB-FRAME:
GALVANIZED STEEL OR
ALUMINIUM TOP HATS

ALUMINIUM ANGLES
OR CLIPS (ALLOY-TEMPER
6063-T5 OR EQ.) TO
ENGINEERING
CALCULATIONS

MINIMUM 3mm SOLID
ALUMINIUM SHEET

SEALANT &
BACKING ROD

NON-COMBUSTIBLE PACKERS
WHERE REQUIRED

EXISTING SUBSTRATE

SELF TAPPING 12G SCREW

FOR CORRECT SUBSTRATE
FIXING REFER TO TYPICAL TOP HAT
FIXING DETAILS 0009 - 0071

SELF TAPPING 12G SCREW

SARKING

ISOLATION TAPE BETWEEN
STEEL & ALUMINIUM
SURFACES

NOTE:
DESIGN BASED ON SOLID ALUMINIUM SHEET PRESS BREAK BENDING METHOD
WITH NO ROUTING TO PANEL CORNERS

ALUMINIUM STIFFENER
FIXED TO BACK SIDE OF
PANEL WITH SPOTWELD
ALUMINIUM RIVET

F:
\T

em
po

ra
ry 

wo
rki

ng
 fo

lde
r\A

CO
R\

06
-P

LO
T 

FI
LE

S\
01

-C
AD

\03
-A

lum
ini

um
 S

he
et 

Cl
ad

din
g\3

00
0-

Ge
ne

ric
\00

0-
AC

-G
F-

DW
G-

30
32

.dw
g

Ma
y 0

3, 
20

23
 - 

8:5
7a

m

CLADDING

SUBSTRATE

DWG NUMBER

TITLE

NOTES:

Specifications
000-AC-GF-DWG-0101, 0102, 0103,
0104, 0105, 0107, 0108

Rev

1:2
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VERTICAL JOINT DETAIL

SOLID ALUMINIUM

000-AC-GF-DWG-3032 7

ALL

(PANEL WITH STIFFENERS)

, 3011

1. Horizontal top hats to be used where
supporting substrate comprises vertical
studs or similar.
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