
4b - ALTERNATIVE DOOR JAMB SECTION
SCALE 1 : 2
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NOMINAL 112X15mm
TOP HAT **

* FOR STUD FIXING DETAILS
REFER TO TYPICAL TOP HAT FIXING
DETAILS PACKAGE

** NON-COMBUSTIBLE PACKERS OR
TOP HAT CLEAT SYSTEM AS REQUIRED

*** CAVITY FIRE BARRIER TYPE AND INSTALLATION
TO MEET CAVITY SIZE REQUIREMENTS
AND SUPPLIERS GUIDELINES

20

ALUMINIUM Z-ANGLES
BONDED TO BACK OF
PANEL

CORNER STIFFENER
ALUMINIUM ANGLE BONDED
TO BACK OF PANEL

**** DESIGNERS TO ASSESS REQUIREMENTS FOR
SLOTTED HOLE PANEL FIXING TO ADDRESS
THERMAL PERFORMANCE

F:
\T

em
po

ra
ry 

wo
rki

ng
 fo

lde
r\A

CO
R\

06
-P

LO
T 

FI
LE

S\
01

-C
AD

\03
-A

lum
ini

um
 S

he
et 

Cl
ad

din
g\3

20
0-

Lig
htw

eig
ht 

St
ee

l S
ub

str
ate

\00
0-

AC
-G

F-
DW

G-
32

41
.dw

g
Ap

r 2
7, 

20
23

 - 
8:3

8a
m

CLADDING

SUBSTRATE

DWG NUMBER

TITLE

NOTES:

Specifications
000-AC-GF-DWG-0101, 0102, 0103,
0104, 0105, 0107, 0108

Rev

1:2

0 100mm20 40 60 80

DOOR JAMB DETAILS 4b
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