ALUMINIUM CLADDING

CASSETTE PANEL SYSTEM

NEW SARKING

PER PROJECT REMEDIATE
RECOMMENDATIONS

HORIZONTAL OPEN STATE
CAVITY BARRIER:
INTUMESCENT STRIP

ONLY FOR SHALLOW
CAVITIES

FIXING TYPE PER
MANUFACTURER
GUIDANCE

CONCRETE SLAB

MASONRY WALL

Wik
NSW

GOVERNMENT

INTUMESCENT STRIP WRAPPED IN FOIL
4MM OR 6MM THICK
THIS SIDE TO FACE OUT INTO THE CAVITY

g
FIXING TYPE 1

NON-COMBUSTIBLE ROCKWOOL MATERIAL

DEPTH TO SUIT CLADDING CAVITY

ALUMINIUM CLADDING
CASSETTE PANEL SYSTEM

NEW SARKING

PER PROJECT REMEDIATE
RECOMMENDATIONS

STEEL BRACKETS

FIXED TO CONCRETE
SLAB EDGE

FIXING TYPE PER
MANUFACTURER GUIDANCE

HORIZONTAL OPEN STATE
CAVITY BARRIER:

ROCKWOOL AND
INTUMESCENT STRIP

WRAPPED IN PLASTIC SLEEVE

INTUMESCENT STRIP MUST
FACE OUT INTO CAVITY

CONCRETE SLAB

MASONRY WALL

/\/7

RED PLASTIC SLEEVE
TO BE RETAINED
(PART OF ASSEMBLY)

INTUMESCENT STRIP

WRAPPED IN FOIL 4MM OR 6MM THICK
THIS SIDE TO FACE OUT INTO CAVITY
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BARRIER
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CAVITY BARRIER
INSTALLATION

1. CAVITY BARRIER DETAIL DRAWINGS ARE FOR
GUIDANCE ONLY.

2. DESIGNERS TO REFER TO CAVITY BARRIER
MANUFACTURER INSTALLATION MANUALS FOR
RECOMMENDED INSTALLATION METHODS TO VARIOUS

SUBSTRATE TYPES .
TITLE CAVITY BARRIERS
OPEN STATE CAVITY BARRIER
DESCRIPTION
CLADDING ALL
SUBSTRATE ALL Rev
DWG NUMBER | 000-AC-GF-DWG-0402 | 1




	Sheets and Views
	000-AC-GF-DWG-0402


