
EXISTING TIMBER

ROOF FRAMING

*TIMBER FIXINGS FOR FURTHER

ENGINEERING CONSIDERATIONS

UPON SUBSTRATE ASSESSMENT.

APPROVED NON COMBUSTIBLE BACKING

ROD & COMPATIBLE SEALANT

4.8MM BLIND RIVET @ 200MM CTRS

12G SELF-DRILLING TEK SCREW

@ 300MM CTRS

EXISTING TIMBER FRAMING

NON COMBUSTIBLE PACKERS AT 500 CTRS

TO ALLOW FOR DRAINAGE

G200 Z450 GALVANIZED STEEL

50x15x1.15 BMT TOP HAT

ISOLATION TAPE

EXISTING GYPROCK WALL

REPLACE WITH APPROVED

NON-COMBUSTIBLE INSULATION

APPROVED NON-COMBUSTIBLE ALUMINIUM

BONDED LAMINATE PANEL

NON COMBUSTIBLE RIGID AIR BARRIER

EXISTING DOOR

20

25x25x3MM ALUMINUM ANGLE WITH

3MM DOWSIL 896 PANEL FIX

25x8mm DRAINAGE HOLE @ 600MM CTRS

INTERNAL EXTERNAL

2A

318-IC-FA-DWG-0052

OPTION 2: BONDED LAMINATE CLADDING

STUD WALL SECTION DETAIL AT DOOR HEAD SCALE 1:2
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